CLOPAY MODEL 3200 (24 GA MIN EXT SKIN)
CLOPAY MODEL 3220 (20 GA MIN EXT SKIN)
HOLMES MODEL 240/240G (24 GA MIN EXT SKIN)
MAX 16°=2" WIDE X 18 —0" HIGH | '

DOOR. HEIGHT ‘A’

NUMBER OF
SECTIONS

up 1O 80
8'-3* THRU [0’-0"
10°-37 THRU 12'-0*
12-3" THRYU 14/-07
143 THRU 16'~0°
16'-3" THRY 18°-0*

WO NG A

MAX. SECTION HEIGHT: 24"

FHIS DOOR MEETS OR EXCEEDS THE DESIGN
LOADS FOR THE WIND SPEEDS LISTED BELOW
ACCORDING TO THE FLORIOA BLDG. CODE

GR IBC (ASCEY) FOR THE FOLLOWING
CONDITIONS: 1) ENCLOSED BUILDING, 2) DOCR
HAS 2’ OF WIDTH IN BUILDING'S END ZONE,

3) IMPORIANGE FACTOR OF 1.0, 4) ROOP
SLOPE LESS THAN 10°, 5) 50% SAFEYY FACTOR

WIND SPEED (MPH)! <120 [130 | 130[ 140
EXPOSURE LEVEL (B or C| B C B
MEAN ROOF HEIGHT: 30’ 30" iNJA| 30

THE OPTIONAL GLAZING SHOWN ON THIS DRAWING MEETS THE
WIND LOAD REQUIREMENTS GF THE FLORIDA BUILDING CODE
OR INTERNATIONAL BUILDING CODE BUT DOES NOT MEET THE
IMPACT RESISTANT REQUIREMENT FOR WINDBORNEZ DEBRIS
REGIONS . (REF, CHAPTER 16 FBC/IBC)

- NOTE: THE DESIGN OF THE SUPPORTING :
STRUCTURAL ELEMENTS ARE THE RESPONSIBILITY
OF THE PROFESSIONAL OF RECORD FCR THE
BUILDING OR STRUCTURE AND IN ACCORDANCE
WITH CURRENT BUILDING CODES FOR THE |.0ADS
LISTED ON THIS DRAWING,

STEEL SKINS ARE ROLL FORMED
OF 016" MIN. (INTERIOR) AND
022" MIN. (EXTERIOR) COMMERCIAL
QUALITY STEEL, STUCCO EMBOSSED,
G40 MIN. GALVANIZING.

SECTIONS ARE 2" THICK SANDWICH
CONSTRUCTION CONSISTING OF
EXTERIOR & INTERIOR STEEL SKINS
PRESSURE BONDED TG AN EXPANDED
POLYSTYRENE CORE.

CAST ALUMINUM

CABLE DRUM I
\RE

HORIZINTAL TRACK END HANGER
BRACKET (SUPPLIED BY DOOR

INSTALLER) CLOSES ROLLER CHANNELL.
NTERMEDIATE HANGER REQUIRED FOR
S 120" AND HIGHER

/

SN
o]

DPENING
HETGHT

2!4-' TYPICAL
[ ETR-CTR

10

i B S—

GALVANIZED STEEL
TRACK SECTIONS
VERTICAL — 069 MIN

I VERTICAL TRACK CAN BE
EITHER BRACKET MOUNT,

> CONTINUOUS ANGLE OR
REVERSE ANGLE TRACK. ALL

TRACK BRACKETS AND

] TRACK CLIPS ARE 12 GA.

GALV. STEEL. BRACKETS

AND CLIPS ARE ATTACHED

TO TRACK WITH EITHER TWO

1 1/4” RIVETS OR ONE 1/4"

BOLT.

L 3

ir2

SECTIONS-
HORIZENTAL - 4 GA

tHR TOP BRACKET

REV BAYE DESCRIPTION
] 8795 CONCRETE MASONRY OPTIONS
3 4/96 ADDED MODEL 3220, WELBING/JAMB CIPTIIN
SECTION i1 4 /97 MOVED 12'2"W DOORS TO DWG #101687
CTYPICALS 98] 3/8000 ADDED FULL VISIGN NOTE; REVISE JAMB NOTE
BACK-UP PLATE # # # # 06| 372000 [ADD TRACK OPTIONS NOTE
[JF PRIMED 18 # # # 0 7 07| _8/24/00 {ADD PUSHNUTS; OLD DESIGN LOADS +/—30 PSH
g?ﬁ gfLV. U_BAR TRUSS. SZE. OTY. & |__ f | ....j 8 W0/2003  UPDATED TRACK AND JAMB ATTACHMENT INFQ
. — ; \ . 53* 44 44" 53° 9. 05/2005 UPDATFD CODE REF., SPECIFIED OPT. ACRYLIC,
- s LOCATION AS NGTED THIS DWG. Max ™ ! TYP ' TYP MAX 10] "08/2005_|ADDED M/N 240 (WAS ON D/N 102079)
o ) OFTIONAL ALUMINUM FULL VISION WINDOW LITE [y 10,2005  IADDED ROLLER OPTION
) 210 BALL LONG STEM STEEL SECTIONS AVAILABLE (1/8" DSB OR 1/2" 12| 11/2008  |UPDATED JAMB ATTACH.. ADDED MPC. 240G.
TIRE INSUL.). FULL VISION SECTIONS TO HAVE SAME (13| oz/2012 |UPDATED WINDCODE CHART
SECTION B-2 REINFORCEMENT AS QTHER SECTIONS. 14|  08/2012 {REVISED FOR TDI
15] _ 96/2013 IREMOVED ACRYLIC/WIRE GLAZING; SPEC. EV DIM.

ADJUSTABLE TOP ROLLER BRKT OF
12 GA. GALV. STEEL. FASTENED
WITH (4) #14 x 5/8" SHT. MTL.
SCREWS

—

INTERMEDIATE ROLLER HINGE OF
MIN. 14 GA. GALV. STEEL
FASTENED WITH (4) #4x5/8" SHT.
MTL. SCREWS & (2) */4"x3/4"
SELF TAPPING SCREWS.

DOOR SKINS FORM A WEATHER TIGHT
TONGUE AND GROOVE JOINT

SILICONE THERMAL BREAK

1.953 THICK EXPANDED POLYSTYRENE
FOAM INSULATION.

BOTTOM BRACKET QF 12 GA. GALV.
* STEEL FASTENED WITH (4) #14 x

DOUBLE HORIZONTAL 5/8" £G. SHT MTL SCREWS
TRACK

OW. HEADROOM OPTION

NOTE: DOUBLE TRACK LOW
HEADROOM, Hi-LIFT TRACK,
FOLLOW-THE—ROOF TRACK,
ANC VERTICAL LIFT TRACK
ARE AVAILABLE OPTIONS. 3"
TRACK ALSO AVAILABLE.

BOTTOM SECTION REINFORCED W/
A TEMPERED ALUMINUM EXTRUSION
WiITH INTEGRAL. RETAINER FOR
FLEXIBLE VINYL ASTRAGAL

4) #14 X 5/8"
SCREWS AND ¢

18'~0"

14 GA. DOUBLE END HINGES
ATTACH ON EACH HINGE AS SHOWN

3 X 20 GA STEEL U~BAR TRUSS,
(22 PER SECTION, <& AT TOP, B

374" LG, SELF TAPPING SHT, MTL.

SCREWS.,

OPTIONAL 24°x8" GLAZING

(DSB R INSULATED).
VIEW “A*

N
=] - TWO POINT

#14x5/8" SHEET METAL SCREWS

PHIN

1/4"x3/4" SELF
TK i SCREWS.

LOCKING

16-a2*
MAX,

A
v

DOUBLE END STILES OF 16" GA.
PREPAINTED GALVANIZED STEE/

BACK-UP PLATES —= SECTION 3-3

PUSH NUY EACH ROLLER

o

14 GA. INTERMEDIATE HINGE

LG SHT, MTL,
2) 1/4'%3/4°

SELF~TAPPING SCREWS,
ORIGINAL, DRAWINGS ARE SIGNED IN BLUE

INK WITH A RAISED SEAL (EMBOSS}.

ATTACH ON EACH HINGE AS SHOWN
WITH (4) ir4” X 578" SHEET
METAL SCREWS

DESIGN ENGINEER: MARK W, WESTERFIELD, P.E.
FLORIDA P.E. #48495, NC P.E. #23832, TEXAS P.E. #91513

W AMB_ON CONCRETE

C—-80 BLOCK

WASHER INCLUDED, 17"

MIN. EDGE DISTANCE

_:

BRACKET MOUNT OR CONTINUOUS

ANGLE MOUNT TRACK FASIENED TO

X6 §2 OR BEYTER YELLOW PINE
JAMB WITH ONE 5/16°X1-5/8" LG.
LAG SCREW PER BRACKET OR
TRACK CLIP LOCAYION.

2,000 PS1 MiN CONCRETE OR
3/B" x 1-5/8" MIN. EMBED
SLEEVE MASONRY ANCHOR.

HAX, 0.C. TO SECURE 2x6
JAMB TO CONCRETE, 3"

STEEL Jamps®

[ .
| STEEL JAMBS
| CONCRETE, JAMBS 3:&59‘ MIN. STEEL

| 2,000 PSE MIN

MAY BE BACK~FILLED
WiTH CONCRETE, BUT NOT
REQUIRED FOR WELOING.

I

lMAY BE SACK—FILLED
coycnem WITH CONCRETE, BUT
1/4" % 1=3/4" MIN, !
EMBED TAPCON
CONCRETE FASTENER. l
1" DIA. WASHER REQD.
14" MAX, 0.C. TO ‘
SECURE ANGLE TO ‘
CONCRETE. 3" MIN.

NOT REQUIRED FOR
SELF TAPPING SCREW.

1/8%1" FILET WELD
{EGOXX ELECTRODES
¥IN.) 24 GENTERS, TACK
WELD TOE CF ANGLE AY
SAME SPACING.

-

l12 GA, GALY. REVERSE OR
CONTINUQUS ANGLE MOUNT
[TRACK FASTENED DIRECTLY
TO STEEL JAMB.

3/16" MIN, STEEL
JAME

|
| WOOD JAMBS

1/4"x3 /4" LG.]
SELF TAPPING
SCREW, 22" 1
MAX. 0.C..TO
SECURE %
ANGLE TO
STEEL JAME.

LAG SCREW PER BRACKET OR
TRACK CUP LOCATION,

SECION 33 SECTION =3

3/8" % y-1/2"
MIN. EMBED LAG
SCREW. 1-1/8"
0.0, WASHER REQD.
24" MAX. O.C. TG
SECURE 2x6 WOOD
JAME TO WOODR
STRUCTURE.
BRACKET MOUNT OR CONTINUOUS
i ANGLE MOUNT TRACK FASTENED TO
2X6 §2 OR BETTER YELLOW PINE
g JAMB WITH ONE 5/16°X1~5/8" LG.
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12 GA, GALV, REVERSE OR
CONTINUGUS ANGLE MOUNT TRACK

FASTENED DIRECTLY TO 12 GA. GALV. REVERSE OR l

|
|
|
|
|
|
|
|
EDGE DISTANCE |
|
|
I
l
I
l

8585 DUKE BLVD.
MASON, OH 45040

MANUFACTURING PRODUCT CODE:

MPC: C-DSIE-1F 447

o
WINBLUAD RATENGA by | \NAMUSFCTORED / PURCHASES

MANUFACT,

AT BOTTOM. INSTALLED WITH #14 x

CONCRETE, CONTINUOUS ANGLE MOUNT ﬁ 513y 7704800 DESCRIPYIDN
SIDE ELEVATION SECTION 3=3 SECTION 3-3 TRACK TASTEAED D‘R‘?““LYI Building Pr?;ucz (Clopu))f Corporation All Rights Reserved. |IA8 3_57.92 WIND LOAD 3200, 3220
STANDARD-LIFT TRACK DETAILS sEcnoy 33 L ICompany R (EG D ™™™ 200040






